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Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 
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FOREWORD 

This Indian Standard was adopted by the Bureau of Indian Standards, after the draft finalized by the 
Pneumatic Tools Sectional Committee bad been approved by the Production Engineering Division 
Council. 

This standard was first issued in 1980. The technical committee responsible for formulation of this 
standard, decided to revise the same to bring it in line with current practices prevalent in the industry. 

In this revision, one more mounting ( that is Type B ) has been included and the sizes of pusher legs 
earlier specified have been rationalized. Recommendations of material requirements for main 
components of pusher legs have also been included. 

While revising this standard, assistance has been derived from the data available from the industry. 

For the purpose of deciding whether a particular requirement of this standard is complied with, the 
final value, observed or calculated, expressing the result of a test, shall be rounded off in accordance 
with IS 2 : 1960 'Rules for rounding off numerical values ( revised )\ The number of significant 
places retained in the rounded off value should be the same as that of the specified value in this 
standard. 
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Indian Standard 
PUSHER LEGS — SPECIFICATION 

( First Revision ) 



1 SCOPE 

This standard covers the requirements for 
pneumatic pusher legs used with light and medium 
weight rockdriils. 

2 REFERENCES 

The Indian Standards listed in Annex A are 
necessary adjuncts to this standard. 

3 TERMINOLOGY 

3.1 Pusher Leg 

A pneumatic appliance having a cylinder and 
piston arrangement used to support the rockdrill 
and to apply feed to the rockdrill during drilling 
( for tunneling and drifting applications ). 

4 FEED LENGTH, NOMINAL BORE, MASS 
AND DIMENSIONS 

4.1 Feed length, nominal bore, mass and 
dimensions of pusher legs shall be as given in 
Table 1 . 

5 MATERIAL 

The material shall be of uniform quality and shall 
be free from imperfections and defects that might 
affect the serviceability of the finished product. 
Typical material for main parts of pusher leg are 
indicated below for the guidance of the 
manufacturers and users: 



SI No. Name of Pari 
i) Cylinder 



ii) 
iii) 

iv) 

v) 

vi) 



horked 
support 



Relevant Specification 

Grade 370 of IS 3601 : 1980 
or Grade 24345 WP of 
IS 733 : 1983 

Grade 42S of IS 226 : 1975 
or Grade 10C8S10 of 
IS 1570 (Part 3) : 1979 

Spike (Stud) Grade 10C8SI0 of IS 1570 
( Part 3 ) : 1979 or 
IS 1149 : 1982 

Piston rod Grade 42S of IS 226 : 1975 

Handle Grade 1 3M290 of 

IS 2108 : 1977 or Grade 
4600M of IS 617: 1975 

Grade 2 of IS 28 : 1985 



Bushings/ 
guide 

6 GENERAL REQUIREMENTS 

6.1 Air inlet connection shall have pipe threads 
conforming to IS 554 : 1985. 



6.2 Control Valve 

A control valve having a convenient hand wheel/ 
knob grip shall be provided to adjust the feed 
pressure. A push button shall also be provided 
to release the air. 

6.3 A carrying handle shall be provided at the 
middle of the pusher leg. 

6A Proper mounting attachment for the rockdrill 
shall be supplied with the pusher leg. The mounts 
shall be of screwed Mount A and B or clamped 
Mount C by means of bayonet coupling, as shown 
in Figs. 1, 2 and 3 respectively, 

6.5 The pusher leg shall be able to work effectively 
at a nominal air pressure of 6 ± 0'5 bar*. 

7 TEST 

Air shall be allowed in the pusher leg at specified 
working pressure. The pusher leg shall then be 
checked for leakages, etc and there shall be no 
leakages. 

7,1 Test Report 

If required by the customer, the manufacturer 
shall supply a test report. 

8 DESIGNATION 

A pusher leg having a feed length of 900 mm, 
cylinder bore of 63 mm and conforming to this 
standard, shall be designated as: 

Pusher Leg IS 9419 — 900 X 63 

9 MARKING 

Each pusher leg shall be marked with the 
following: 

a) Designation; 

b) Maximum working pressure., MPa; 

c) Serial number; and 

d) Manufacturer's name or trade-mark. 

9,1 As sufficient place for a data plate to be 
rivetted is not available on the pusher leg, this 
may be done by sticking a sticker. 



*1 bar = i kgf/cm 2 ( approx ). 
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Table 1 Feed Length, Nominal Bore, Mass and Dimensions 

( Clause 4.1 ) 



Feed 

Length 

Nominal 



900 



1 300 



Closed 
Length 

Min 



1 395 



1 440 



1 820 



I 825 



1 850 



1 870 



Cylinder 
Bore 

Diameters 

Nominal 



mm 



53 



50 



63 



70 



50 
63 



53 



57 



67 



lass Including 
Mounting 
Attachment 

Max 


Mass of 

Suitable 
Rockdrill 

Max 


Air Inlet 
Connection 
According 
to IS 554 


kg 


kg 





18-3 



15 5 



20*0 



22'0 



190 

28*0 



21*0 



21 3 



32-4 



26 



23 



26 



26 



23 

26 



26 



26 



28 



Re 1/2 



Re 3/8 



Re 1/2 



Re 1/2 



Re 3/8 
Re 1/2 



Re 1/2 



Re 3/8 



Re 1/2 



PUSH BUTTON FOR 
AIR RELEASE 



HAN D WHEEL FOR 
CONTROL VALVE 



CARRYING HANDLE 



ROCKDRILL MOUNTING 



SPIKE 




Fig. 1 Mount A 
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Fig. 2 Mount B 



Fig. 3 Mount C 
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ANNEX A 

( Clause 2 ) 

LIST OF REFERRED INDIAN STANDARDS 



IS No. 
82 : 1985 

226 : 1975 



554 : 1985 
ISO 7/1 : 1982 



617 : 1975 



733 : 1983 



Title IS No. 

Specification for phosphor 
bronze ingots and castings 
( fourth revision ) 

Structural steel ( standard 
quality ) (fifth revision ) 

Dimensions for pipe threads 
where pressure tight joints are 
required on the threads 
(first revision ) 

Aluminium and aluminium 2108 : 1977 
alloys ingots and castings for 
general engineering purposes 



1149 : 1982 



1570 
(Part3): 1979 



Specification for wrought 360 1 
aluminium and aluminium 
alloy bars, rods and sections 



1984 



Title 

for general engineering 
purposes ( third revision ) 

Specification for high tensile 
steel rivet bars for structural 
purposes ( third revision ) 

Schedule for wrought steels : 
Part 3 Carbon and carbon 
manganese free cutting steels 
( first revision ) 

Specification for blackheart 
malleable iron castings (first 
revision ) 

Steel tubes for mechanical 
and general engineering 
purposes (first revision ) 



Standard Mark 

The use of the Standard Mark is governed by the provisions of the Bureau of Indian 
Standards Act, 1986 and the Rules and Regulations made thereunder. The Standard Mark on 
products covered by an Indian Standard conveys the assurance that they have been produced 
to comply with the requirements of that standard under a well defined system of inspection, 
testing and quality control which is devised and supervised by BIS and operated by the 
producer. Standard marked products are also continuously checked by BIS for conformity 
to that standard as a further safeguard. Details of conditions under which a licence for the 
use of the Standard Mark may be granted to manufacturers or producers may be obtained 
from the Bureau of Indian Standards. 



Bureau of Indian Standards 

BIS is a statutory institution established under the Bureau of Indian Standards Act, I '986 to promote 
harmonious development of the activities of standardization, marking and quality certification of 
goods and attending to connected matters in the country. 

Copyright 

BIS has the copyright of all its publications. No part of these publications may be reproduced in 
any form without the prior permission in writing of BIS. This does not preclude the free use, in 
the course of implementing the standard, of necessary details, such as symbols and sizes, type or 
grade designations. Enquiries relating to copyright be addressed to the Director ( Publications ), 
BIS. 

Revision of Indian Standards 

Indian Standards are reviewed periodically and revised, when necessary and amendments, if any, 
are issued from time to time. Users of Indian Standards should ascertain that they are in 
possession of the latest amendments or edition. Comments on this Indian Standard may be sent 
to BIS giving the following reference: 
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